
                                                                                                                                                                                                                                                               

FIELD:  Wildcat GL: 5,813 ' KBE: ' Spud Date: 4/28/1973 Completion date: 5/9/1973

Well: Rosenfield 4-29 TD: 8,553 ' PBTD: ' Current Well Status: Dry Hole 
Location: NWNW Sec. 29, T4S, R64W Reason for Pull/Workover:
API#: 05-005-06616 Plugging
Arapahoe, CO

Wellbore Tubing Landing Detail:
Schematic Description Size Footage Depth

Surface casing
Size: 8-5/8"
Weight: 24# Cement
Grade: ?
Set @ 200' KB Cap surface with 10 sx cmt
Cmtd w/ 150 sks
Hole size: 12-1/4"

Tubing Information:
Condition:
New: Used:   Rerun:
Grade:
Weight (#/ft):

Sucker Rod Detail:
Size #Rods Rod Type

Heavy mud

Rod Information
Condition:
New: Used:   Rerun:
Grade:
Manufacture:

Pump Information:
Cement Balanced cement plug from API Designation

320'-278' w/ 15 sxs cmt Example:

Pump SN#: Original Run Date:
RERUN NEW RUN

ESP Well Flowing Well
Cable Size: SN  @ 0 '
Pump Intake @   ' PKR @
End of Pump @      ' EOT @ 0 '

Heavy mud Wellhead Detail: Example:  7-1/16" 3000#

Other:
Hanger: Yes  No

SUMMARY
Chandler & Associates, Inc. drilled this well.

Cement Balanced cement plug from Well was drilled as a dry hole and subsequently plugged and abandoned imediately on 5/9/197
1910'-1720' w/ 65 sxs cmt Well was filled with heavy mud laden fluid and assumed cement used was Class G, 15.8 ppg, 1

On 12/13/2016 QEP, under the direction of the COGCC, dug out the well head and cut off 
the pipe 4' below grade.  After noticing that the cement had fallen a little, QEP topped off the 
casing with an additional 21 cuft of cement and installed the dry hole marker.

Heavy mud

Production Casing
Size: NA
Weight:  NA
Grade: NA
Set @ NA PBTD @ 0 '
Cmtd w/ NA
Hole size: 7-7/8" TD @ 8553 '

 Prepared By:  Ryan Angus Date: 5/2/2017


