
Liner TOC: 0' (CALC)
Deepest Water Well (1 mile): 840'

Well History
Spud Date: 02/23/1972   Surface Hole: 12.25"
Perfs: Codell: 7185' - 7205'   Surface Casing:

J-Sand: 7658' - 7686'   8.625" 24# @ 235'
  150 sacks of cement

Bradenhead History S.C. 1.2: 0' - 300'
Date of last test: N/A 147 sacks of cement 350' - Perfs
Bradenhead Pressure: N/A 800' - CICR

900' - Perfs
Plugging Procedure
Set CIBP @ 7558'
Dump bail 2 sx on top of CIBP
Set CIBP @ 7110'
Run CBL, verify production liner cement
Set 13 sx on top of CIBP (442' plug) 2400' - CICR
Set CIBP @ 4200' 2500' - Perfs
Dump bail 2 sx on top of CIBP
Perforate casing @ 2500' & 900'
Set CICR @ 2400'
Pump 43 sx through CICR
Set 3 sx on top of CICR (100' plug) 2 sx on top
Perforate casing @ 350' S.C. 1.1: 4178' - 4688' 4200' - CIBP
Set CICR @ 800' 127 sacks of cement
Pump 112 sx through CICR
Set 23 sx on top of CICR (800' plug)

Fox Hills (Btm)
Upper Pierre (Btm)
Sussex (Top)
Shannon (Top)
Niobrara (Top)
Codell (Top)
J-Sand (Top)

TOC: 6960' (CBL)
Production Hole: 7.875" 13 sx on top

Existing Cement Production Casing: 7110' - CIBP
    7185' - 7205' 4.5" 11.6# @ 7755' 2 sx on top

Cement Pumped 250 sacks of cement 7558' - CIBP
    7658' - 7686' Production Liner:

CIBP 2.875" 6.5# @ 7612'
197 sacks of cement

CICR TD: 8033'

7654'

1286'
683'
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Formations

ProposedCurrent

P&A Wellbore Diagram
Operator: SRC Energy
Well Name: Aufrecht 1
API: 05-123-07415

Operator #: 10311
Location: Weld, CO
Legal: SENE 2-5N-67W


