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Daily Operations
Well Name API Job Type Start Date Summary

WARREN E35-12 05-123-16221 PLUG AND ABANDON 4/16/2019 4/16/2019  CREW TO LOCATION. HELD SAFETY MEETING AND DISCUSSED LAYOUT OF RIG AND EQUIPMENT. IWP = TBNG =  
1040PSI, PROD CSG = 1040PSI, SURF CSG = 12PSI. SPOTTED IN BEAM AND RIG. LAID OUT PUMP AND TANKS. RIGGED UP  
AND RACKED OUT IRON AND HOSES. PRESSURE TESTED BOP, WELL CONTROL, AND SURFACE EQUIPMENT. PERFORMED  
BRADENHEAD TEST. BLEW DOWN WELL AND CIRCULATED CLEAR OF GAS AND OIL. SECURED WELL AND LOCATION.  
SDFN.

WARREN E35-12 05-123-16221 PLUG AND ABANDON 4/17/2019 4/17/2019  CREW TO LOCATION. HELD SAFETY MEETING. IWP = TBNG = 0PSI, PROD CSG = 0PSI, SURF CSG = 0PSI. ND  
WELLHEAD. NU BOP. POOH L/D 211JTS 1-1/4" TBNG TO FLOAT. HELD SAFETY MEETING AND MIRU WL. RIH W/ CIBP.  
STACKED OUT RIGHT AT WELLHEAD. LAID PLUG DOWN. MEASURED PLUG AND DISCOVERED WL HAD BROUGHT WRONG  
PLUG. PLUG WAS 2.23", NOT THE EXPECTED 2.10". WL SUPERVISOR WENT TO SHOP TO GET CORRECT SIZE PLUGS.  
DELAY OF 2HRS. RIH W/ 2.10" PLUG. SET AT 6914FT. RIH AND DUMP BAILED 2 SK CMT ON CIBP. DUMP BAILER WAS TIGHT  
AND TOOK ADDITIONAL TIME TO RUN THAN NORMAL. LOADED WELL AND PRESSURE TESTED CIBP TO 1050PSI FOR  
15MIN. TEST HELD SOLID. RELEASED PRESSURE. RIH W/ CIBP AND SET AT 6607FT. RIH AND DUMP BAILED 2 SK CMT ON  
CIBP. RIH W/ PERF GUN AND SHOT 6 PERFS AT 2505FT. RIGGED DOWN WL. SECURED WELL AND LOCATION. DRAINED  
PUMP AND LINES. SDFN.

WARREN E35-12 05-123-16221 PLUG AND ABANDON 4/18/2019 4/18/2019  CREW TO LOCATION. HELD SAFETY MEETING. IWP = PROD CSG = 0PSI, SURF CSG = 0PSI. CIRCULATED WELL  
THRU PERFS FOR 45MIN. HAD GOOD CIRCULATION. HELD SAFETY MEETING AND MIRU CEMENTERS. PUMPED 200 SK  
15.8PPG G CMT AS BALANCED PLUG THRU PERFS AT 2505FT. PLUG BALANCED WITH 8BBL DISPLACEMENT. CHECKED  
WELL. WELL WAS DEAD W/ NO FLOW OR PRESSURE. RIGGED DOWN CEMENTERS. HELD SAFETY MEETING AND MIRU WL.  
RIH AND CUT 2-7/8" 8.7# PROD CSG AT 563FT. WELL FLOWED FOR 5MIN AFTER CUT. WELL WENT STATIC AGAIN. RIGGED  
DOWN WL. CIRCULATED WELL FOR 2HR UNTIL CLEAR OF GAS AND MUD. RETURNS WERE VERY THICK, THEN FINALLY  
WORKING BACK TO LOWER VISCOSITY. RETURNS WERE 8.35PPG AT SHUT DOWN. WELL WAS STATIC W/ NO FLOW OR  
PRESSURE. ND BOP. UNLANDED PROD CSG. COULD NOT GET BOWL OUT OF SURFACE HEAD. STRIPPED ON AMACO  
HEAD. NU BOP. HELD SAFETY MEETING AND MIRU CEMENTERS. PUMPED 220 SK 15.8PPG G CMT TO SURFACE. POOH L/D  
18JTS PLUS CUT PARTIAL 2-7/8" 8.7# PROD CSG. CSG CUT WAS ABLE TO PASS THROUGH SLIP BOWL. TOPPED OFF WELL  
W/ 2BBL CMT. RIGGED DOWN CEMENTERS. WASHED RIG/BOP/TONGS W/ HYDROVAC. CLEANED WELLHEAD AREA.  
BOTTOMED OUT CMT/WASTE TANK AND WORK TANK. SECURED WELL AND LOCATION. SDFN.

WARREN E35-12 05-123-16221 PLUG AND ABANDON 4/22/2019 4/22/2019  CREW TO LOCATION. HELD SAFETY MEETING AND ASSESSED LOCATION CONDITIONS AFTER RAIN. IWP =  
SURF CSG = 30PSI. BLED WELL DOWN. WELL BLEW DOWN INSTANTLY. SHUT WELL BACK IN TO MONITOR PRESSURE.  
HYDROVAC TRUCK GOT STUCK AT LOCATION ENTRANCE. CALLED WINCH TRUCK TO PULL HIM OUT AND BACK TO CR-45.  
CHECKED WELL PRESSURE. PRESSURE WAS 0PSI AFTER 1.5HR. OPENED BOP. USING MIRROR, SAW NO ACTIVE  
BUBBLING AT SURFACE. SHUT WELL IN. RIGGED DOWN RIG FLOOR. CANCELLED TRUCKS FOR RIG MOVE UNTIL  
LOCATION CONDITIONS IMPROVE. SECURED WELL AND LOCATION. SDFN.

WARREN E35-12 05-123-16221 PLUG AND ABANDON 4/23/2019 4/23/2019  CREW TO LOCATION. HELD SAFETY MEETING. LOCATION WAS DRY ENOUGH TO GET TRUCKS IN. IWP = SURF  
CSG = 0PSI. ND BOP. CMT AT SURFACE. INSTALLED NIGHT CAP ON WELL. SECURED WELL. RIGGED DOWN AND RACKED  
IRON AND HOSES. CLEANED AND MOVED OFF LOCATION.


